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term does not include wood pulp or
similar cargo.

(b) Timber load line. A timber deck
cargo may be regarded as giving a ves-
sel a certain additional buoyancy and a
greater degree of protection against
the sea. For that reason, vessels car-
rying a timber deck cargo may be
granted a reduction of freeboard cal-
culated according to the provisions of
§42.25-20 and marked on the vessel’s
side in accordance with the provisions
of §42.13-30(c) and (d). However, in
order that such special freeboard may
be granted and used, the timber deck
cargo shall comply with certain condi-
tions which are laid down in §42.25-15,
and the vessel itself shall also comply
with certain conditions relating to its
construction which are set out in
§42.25-10.

[CGFR 68-60, 33 FR 10067, July 12, 1968, as
amended by CGFR 68-126, 34 FR 9016, June 5,
1969]

§42.25-10 Construction of vessel.

(a) Superstructure. (1) Vessels, shall
have a forecastle of at least standard
height and a length of at least 0.07L. In
addition, if the vessel is less than 328
feet in length, a poop of at least stand-
ard height, or a raised quarter deck
with either a deckhouse or a strong
steel hood of at least the same total
height shall be fitted aft.

(b) Double bottom tanks. (1) Double
bottom tanks where fitted within the
midship half length of the vessel shall
have adequate watertight longitudinal
subdivision.

(c) Bulwarks. (1) The vessel shall be
fitted either with permanent bulwarks
at least 39% inches in height, specially
stiffened on the upper edge and sup-
ported by strong bulwark stays at-
tached to the deck and provided with
necessary freeing ports, or with effi-
cient rails of the same height and of
specially strong construction.

[CGFR 68-60, 33 FR 10067, July 12, 1968, as
amended by CGFR 68-126, 34 FR 9016, June 5,
1969]

§42.25-15 Stowage.

(@) General. (1) Openings in the
weather deck over which cargo is
stowed shall be securely closed and
battened down. The ventilators shall be
efficiently protected.
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§42.25-15

(2) Timber deck cargo shall extend
over at least the entire available
length which is the total length of the
well or wells between superstructures.
Where there is no limiting super-
structure at the after end, the timber
shall extend at least to the after end of
the aftermost hatchway. The timber
shall be stowed as solidly as possible,
to at least the standard height of a su-
perstructure other than a raised quar-
ter deck.

(3) On a vessel within a seasonal win-
ter zone in winter, the height of the
deck cargo above the weather deck
shall not exceed one-third of the ex-
treme breadth of the vessel.

(4) The timber deck cargo shall be
compactly stowed, lashed, and secured.
It shall not interfere in any way with
the navigation and necessary work of
the vessel.

(b) Upright. (1) Uprights, when re-
quired by the nature of the timber,
shall be of adequate strength consid-
ering the breadth of the vessel; the
spacing shall be suitable for the length
and character of timber carried, but
shall not exceed 9.8 feet. Strong angles
or metal sockets or equally efficient
means shall be provided for securing
the uprights.

(c) Lashings. (1) Timber deck cargo
shall be efficiently secured throughout
its length by independent overall lash-
ings spaced not more than 9.8 feet
apart. Eye plates for these lashings
shall be efficiently attached to the
sheer strake or to the deck stringer
plate at intervals of not more than 9.8
feet. The distance from an end bulk-
head of a superstructure to the first
eye plate shall be not more than 6.6
feet. Eye plates and lashings shall be
provided 23% inches and 4.9 feet from
the ends of timber deck cargoes where
there is no bulkhead.

(2) Lashings shall be not less than %a-
inch close link chain or flexible wire
rope of equivalent strength, fitted with
sliphooks and turnbuckles, which shall
be accessible at all times. Wire rope
lashings shall have a short length of
long link chain to permit the length of
lashings to be regulated.

(3) When timber is in lengths less
than 11.8 feet the spacing of the lash-
ings shall be reduced or other suitable



